
2 Megapixel IP Wifi camera

1/2.8" Progressive Scan CMOS

IR LED Range 10 m

Supports SD card: 128GB

Bidirectional Audio

WEB, CMS Software, Smartphone 

and NVR

Safire

IP camera

1/2.8" Progressive Scan CMOS

2 Megapixel (1920x1080)

Varifocal Lens 2.8 Wide-angle (106º)

0 Lux

LED Range 10 m

Compression H.264

Dual stream

Wifi IEEE 802.11b/g/n

Bidirectional Audio

MicroSD card recording

IR Cut

WEB, CMS (SCC), Smartphone and NVR interface

ONVIF Compatible

SF-IPCU201A-2E-W



Specifications

Brand Safire

Image sensor 1/2.8” Progressive Scan CMOS

Minimum illumination 0.01 Lux @ F1.2, 0 lux (with IR)

Maximum resolution 2 Megapixel (1920x1080)

Main Stream rate 1080P / 720P (1 ~ 25 FPS)

Compression H.264 / MJPEG

Bitrate 32 Kbps ~ 8 Mbps

Lens 2.8 mm (H: 106º)

Infrared lighting 0 Lux / 1 LED (10 m)

Functions BLC, DWDR, AGC, 3D-NR, Privacy Masking, ROI

Network interface WiFi (802.11b/g/n)

Internal memory MicroSD Card, Max 128 GB (not included)

Audio Microphone and speaker incorporated

Remote access Web Browser, Safire Connect App Smartphone and Safire Control Center PC Software

Interoperability ONVIF, ISAPI

Power supply DC 5 V / 500 mA, PoE (IEEE802.3af)

Use Interior

Temp. operation -10º C ~ +40º C

Dimensions with support 106.9 mm (H) x 64 mm (W) x 64 (D) mm

Weight 115 g


